AH-14 AXLE — REAR AXLE HUB AND BEARING 


REAR AXLE HUB AND BEARING 


COMPONENTS 
SKID CONTROL SENSOR CONNECTOR ye 


62 (630, 46) 


REAR DISC BRAKE 
CALIPER ASSEMBLY 


80 (816, 59) 


YI 


REAR AXLE HUB AND BEARING ASSEMBLY —F 


@ 


REAR DISC 


N*m (kgf*cm, ft.*Ibf) |: Specified torque 


C140830E02 


AXLE — REAR AXLE HUB AND BEARING 


119285 


C119286 


AH-15 


ON-VEHICLE INSPECTION 


1. 
2. 


REMOVE REAR WHEEL 


SEPARATE REAR DISC BRAKE CALIPER 
ASSEMBLY (See page AH-18) 


REMOVE REAR DISC (See page BR-37) 


INSPECT REAR AXLE HUB BEARING LOOSENESS 
(a) Using a dial indicator, check for looseness near the 
center of the axle hub. 
Maximum: 
0.05 mm (0.0020 in.) 
NOTICE: 
Ensure that the dial indicator is set 
perpendicular to the measurement surface. 
If looseness exceeds the maximum, replace the 
axle hub assembly. 


INSPECT REAR AXLE HUB RUNOUT 

(a) Using a dial indicator, check for runout on the 
surface of the axle hub outside the hub bolt. 
Maximum: 

0.07 mm (0.0027 in.) 

NOTICE: 
Ensure that the dial indicator is set 
perpendicular to the measurement surface. 
If runout exceeds the maximum, replace the axle 
hub assembly. 


INSTALL REAR DISC (See page PB-43) 


INSTALL REAR DISC BRAKE CALIPER ASSEMBLY 
(See page AH-20) 


INSTALL REAR WHEEL 
Torque: 103 N*m (1,050 kgf*cm, 76 ft.*Ibf) 


